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(57) Abstract: The invention 
relates lo an assembly which is 
used to display essentially-flat 
objects. The inventive assembly 
comprises a rear moulded support, 
a transparent cover and at least two 
moulded fasteners, whereby the 
object to be displayed is disposed 
between the rear support and the 
transparent cover. According lo 
the invention, the aforementioned 
fasteners serve as clips in otder 
to hold the group of laminar 
elements together and to secure or 
fix same in a detachable manner 
to the rear support, using moulded 
anchoring elements which are 
provided for said purpose both 
on the fasteners and on the rear 
support Moreover, each fastener 
is structured and arranged such as 
to be sufficiently resistant to hold 
the laminar elements together. In 
addition, each fastener is provided with a certain degree of fiexibility and, as a result, can be attached to and detached from the 
assembly repeatedly without breaking. In an additional embodiment of the invention, the rear support Uikes the form of connectable 
modules so that the dimensions of the display can be modified. In this way, the assembly can be adjusted to the desired size by 
connecting together the required number of modules. 

(57) Resumen: La invenci<5n se rcfierc a un conjunto para exhibir objctos sustancialmenle pianos que comprende un soporte pos- 
terior moldeado, una cubierta transparente y a] menos dos sujetadores moldeados, quedando dispuesto el objeto a exhibir entre el 
soporte posterior y la cubierta U-ansparente. En donde los sujetadores manlienen junto al gmpo de elementos laminares a manera de 
clip y se aseguran o fijan de forma desprendible al soporte posterior, a trav6s de elementos da anclaje moldeados para ese fin tanto 
en los sujetadores corao en el soporte posterior y cada sujetador presenta una estruclura y disposicidn tal que le permite ser sufi- 
cicntemcnte resistente para manlener juntos a los elementos laminares e igualmente presenta una cierta flexibilidad que le permite 
asegurarse y desprcnderse 
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del^unto i^ddas veoes an romperse. En una modaUdad adidonal de la invcncidn. a fin de propoicionar un exhibidor que pueda 
modificar sus dimensiones. el sopoite posterior se propoiciona en forma de mddulos acoplables. de ta) foima que puede ajustarse al 
tamaiioqaesedesee.acoplandoelndmeR>demddiilosnecesarios. 



